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NATURAL  WOOD 
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T  &  G  is  being 
specified  where 

ECONOMY, 
BEAUTY  and 
DURABILITY 

are  required. 


WKBBStk 


jcommefcial 
industrial 
esidential 


INTERNATIONALLY 

DISTRIBUTED 

COMPETITIVELY  PRICED 
with  other  quality  flooring 


(Patent  Pending) 


NATURAL  WOOD  BLOCK  FLOORING  ° 


HOTELS  and  MOTELS 


MANUFACTURED  TO  EXCEED  FHA 
STANDARDS . .  REFER  TO  MATERIALS 
RELEASE  BULLETIN  #289  AT  YOUR 
LOCAL  FHA  OFFICE 


APARTMENT  HOUSES 


OFFICE  BUILDINGS 


SCHOOLS  &  GYMNASIUMS 


1  llll^ 

■i . ■ 

yet  is  ECONOMICAI _ EASILY 

INSTALLED  . . .  MORE  DURABLE  .  . 
EASY  TO  MAINTAIN 


3SS#-'  ^ 

RODUCT  DATA 

■;•■:■  SIZE 

r .  ’  ■.  ■■■ 

■  - . 

9"  X  9"  X  Ys'  TONGUE  AND  GROOVED. 

for  permanent  “LOCKED-IN”  installation.  Eased  edges 

4;  DENSITY 

'  -i 

55  LB.  DENSITY  .  .  .  WILL  NOT  DENT  UNDER  FURNITURE 

COLORS 

STANDARD  COLOR  GOLDEN  WOOD  TONE 

INSTALLATION 

EASILY  INSTALLED  .  .  .  EASY  TO  CUT  AND  SHAPE 
(Waffle  scored  on  reverse  side  for  better  bonding). 

Can  be  Installed  with  a  Quality  Asphalt  Naphtha  Base  Mastic. 

PREFINISHED 

PREFINISHED  WITH  TWO  COATS  OF  VINYL-Unwaxed. 

..V  .  .  .,  .  ...  .  _  ..  ,  _.  J... _ _ _ * _ _  .  ;;..  ..,.1 

DURABLE 

MAR  AND  DENT  RESISTANT-Retains  the  “New  Look”  Year 

After  Year. 

MAINTENANCE 

SPOT  AND  STAIN  RESISTANT  .  .  .  Easy  Maintenance. 

Instructions  in  Each  Carton. 

DECOR 

COMPLIMENTS  ANY  DESIGN  .  .  .  ANY  DECOR  .  .  . 

MODERN  OR  TRADITIONAL. 

_ 1 
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HOMES 


PUBLIC  BUILDINGS 


1  fit  rt  at  i  onally  Distributed 
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</ 

when  you  specify 
Par-TILE,  the  “OR 
EQUAL  CLAUSE” 
does  not  belong  in 
your  specifications 
...  for  there  is  no 
equal  to  Par-TILE. 


Results  of 


TABER  ABRASION  TEST 

Results  of  the  Taber  Abrasion  Tests 
conducted  in  accordance  with  ASTM 
specifications: 

6,000  Revolutions 
CS-17  Calibrase  Wheels 
1,000  Gram  Weights 
Wheels  cleaned  after  each  1,000 
revolutions 
Vacuum  setting— 60 
Controlled  room  temperature 
65°  to  70°  F. 

Material  Tested  Depth  of  Wear 

Par-Tile  (Fir) . 003" 

Oak  Veneer  Tile . 006" 

Vinyl  Asbestos  Tile . 004" 

Vinyl  Tile . 006" 

Linoleum  Tile . 008" 

Asphalt  Tile  (Light) . 011" 

Inlaid  Linoleum . 012" 


INDENTATION  TEST 


Tests  conducted  under  controlled  tempera¬ 
ture  of  100“  F.—200  PSi  for  72  hours. 
Figures  show  depth  of  endenture  imme¬ 
diately  after  completion  of  test  and  72  hours 
after  completion  of  test. 

Depth 
72  Hours 
after 

Depth  Comple- 
at  end  tion  of 
Material  Tested  of  Test  Test 

Par-Tile  (Fir) . 002"  .001" 

Vinyl  Tile . 004"  .003" 

Asphalt  THe  (Beige)  .  .004"  .003" 

Linoleum  Tile . 005"  .004" 

Rubber  Tile . 002"  .002" 

Vinyl  Asbestos  ,  .  .  .002"  .002" 

j  Asphalt  Tile  (Brown) .  .027"  .025" 


Further  Technical  Data  Furnished  on  Request. 


SPECIFICATIONS 


MATERIAL:  ' 

Wood  block  flooring  shall  be  Par-TILE  as  manu¬ 
factured  by  Pacqua  Division,  of  Pacific  Plywood 
Company,  Dillard,  Oregon.  Tiles  are  9"  x  9"  x  W 
in  size  and  have  a  specially  prefabricated  back  of 
sawn  grid  pattern.  Edges  are  milled  to  tongue  and 
groove  detail.  Surface  is  prefinished  with  two- 
coat  vinyl  filler. 

INSTALLATION: 

(See  manufacturer's  detailed  specifications.) 

General: 

Remove  Par-TILE  from  shipping  cartons  and  store  in 
heated  room  where  it  is  to  be  laid  to  allow  for 
equalization. 

Use  Par-TILE  Wood  Block  Flooring  Mastic  P-30-90 
or  a  good-quality  wood  block  mastic. 

Over  Concrete  Sub-Floors: 

Concrete  floors  must  be  thoroughly  dry.  An  effi¬ 
cient  vapor  barrier  is  required  under  all  concrete 
slab  floors  except  ii'<  suspended  slab  construction. 
If  floors  are  dusty  or  porous,  prime  the  concrete 
with  primer  or  thinned  mastic. 


Radiant  heated  floor  temperature  must  not  exceed 
90°  F.  Radiant  heating  systems  should  be  turned 
off  during  installation  of  Par-TILE  to  avoid  too 
rapid  drying  of  adhesive. 

Over  Wood  or  Wood  Product  Floors: 

All  surfaces  must  be  thoroughly  dry  and  of  double 
construction.  Surface  must  be  tight,  smooth,  clean, 
and  free  of  dirt,  oil,  sand,  or  other  foreign  ma¬ 
terials.  Machine-sand  wood  based  floors  to  remove 
surface  irregularities. 

Spread  mastic  at  rate  of  approximately  50  square 
feet  per  gallon.  Allow  sufficient  air  drying  time 
for  the  formation  of  a  light  film  on  mastic.  With 
P-30-90  mastic  (this  is  from  30  to  90  minutes)  lay 
tile  straight  and  true  allowing  a  minimum  of  Va" 
clearance  at  all  restrictive  edges  of  floor.  When 
tile  is  laid,  roll  thoroughly  with  heavy  floor  roller 
to  assure  embedment. 

FINISH: 

After  mastic  has  cured,  remove  any  construction 
grime  or  soil  with  solvent  and  apply  a  non-water- 
base  paste  wax  and  buff  to  final  finish.  Where 
condensation  or  other  surface  moisture  may  occur, 
apply  clear,  water-proof  finish  such  as  "Dutch  Boy 
Crystaloid"  or  equal  before  waxing. 


Manufactured  by 

Paccfua  Division 

PACIFIC  PLYWOOD  CO. 

Dillard,  Oregon 

America’s  Largest  Manufacturer  of 
Diversified  Quality  Particleboard 
Products. 


International  Sales  Representatives: 

PLYWOOD 
SERVICE,  INC. 

P.  O.  Box  78,  OSborne  9-8781 
TWX  RS-8054-U,  Dillard,  Oregon 
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